
Warning to avoid movement damage : 
Put the hands at 6.30 am before each operation.
Always turn the hands clockwise.
Damage of this kind is not covered by warranty

Caliber : JB 78 427

Crystal : reinforced mineral Hardystal

Dial :
Sub-dial at noon : month
Sub-dial at 3 o’clock : date
Sub-dial at 6 o’clock : 24h counter
Sub-dial at 9 o’clock : day of the week

Settings :
To adjust the month: push the D button
To adjust the date : push the B button 
To adjust the day of the week : push the C button
To set the time : pull the crown (A) out completely and twist (always clockwise) to adjust the 
right time.
Push the crown back in fully.

Information about automatic watches :
The energy that provides the watch movement comes from the movements of the wearer thanks 
to the rotor
you can see at the back of the watch. Thus, it must be worn regularly to maintain accuracy. 
To start it, wind the crown (A) 30 times.
The month changes only manually.

Water resistance :
Your Lugano watch is 3 ATM water  resistant.
Our watches are thoroughly tested for impermeability but the seal may be affected by bumps 
and scratches, vibrations or aging joints. An impermeability test is recommended every year.

Time accuracy :
Your automatic watch has an accuracy of plus or minus 40 seconds per day. 
Collisions and proximity to magnetic fields can disrupt the accuracy of your JOST BURGI
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